
Installation Instructions Cavity Sliding Door Privacy Set

3. Assemble escutcheons
D. Insert spindle (3) 
through latch square 
cam. Use the longer 
spindle (4) and cut to 
size for doors thicker 
than 35mm.
Fit internal (5) and 
external (6) escutcheons 
to the spindle and fasten 
with machine screws (7).
Check that the latch 
moves freely and adjust 
escutcheons if required.
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2. Install latch
C. Drill Latch 
hole 25.4mm 
(1’) at centre of 
door edge. 
Insert latch (1), 
then mark and 
chisel faceplate 
recess to depth 
of 4mm. Fasten 
with wood 
screws (2).
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1. Prepare door
A. Fold and 
apply 
template to 
door edge, 
marking 
Escutcheon 
hole centre 
at desired 
height from 
the floor. 
Mark the 
centre point 
of door edge.

B. Drill Escutcheon hole - suggest pilot hole size 
3mm (1/8”) first and then enlarge to 54mm using 
hole saw. It is important to drill the hole squarely, 
drilling from both sides of the door.  

Machine screw 
(7)

External 
escutcheon (6)

Internal 
escutcheon (5)

Wood screw 
(2)

Striker plate 
(8)

Shorter spindle 
for 35mm thick 
doors (3)

Larger spindle 
for 35mm+ thick 
doors (4)

Latch (1)

Latch face 
plate (9)

Important note: Before using this template, please check-measure the actual dimensions 
shown with a ruler, as variations can occur in printing and copying.

Fold along dotted 
line here and 
align on door 

edge 54mm diameter 
hole

Backset 60mm

Te
m

pl
at

e Mark and drill
25.4mm (1”)

latch hole at centre-line 
of door edge

for 45mm 
thick doors

for 40mm 
thick doors

for 35mm 
thick doors

E. The striker 
plate (8) has the 
same dimensions 
as the latch face 
plate (9), and 
both must be 
installed at the 
same opposing 
height. 

4. Install strike plate

F. Chisel out the strike plate recess to a 
depth of 1.6mm. Drill two 15mm diameter 
holes to a depth of 15mm so it can house 
a fully extended latch. Fit and fasten the 
strike plate with wood screws (2).

Components


